MATERIAL SAFETY DATA SHEET

Power Poxy Page: 1 of 3 (A-(52)
%E3 YW 24794 Corporute Clrcle, Sujte C Date Prepared: 01/08/01
ssex, WI 53089 Revizlon Number: |

Product Name: A-052

Produet Type: Foxy Weld Resin/¥50004, #21501, #21516, #387037, ¥3B7088
Emergency Number (5): {800} 255-3924 24 hrs. {Continental U.5.)
(813) 248-0585 24 hrs. (Outside Continental U.8)

Revilu Nuts n

W% " Chemical Name
=1 % Trade Secret Epoxy Resin
z =% 7428-50-5 Alustinum, metal powder

O8HA & ACGIH EXPOSURE LIMITS

G

CEILIN

5.,

1. OSHA
ACGIH N/E N/E W/E
Z: OSHA NE 15 {dust) 5 (Respirable) N/E N/E N/E N/E
- ACGIH NE 10 (Tyust) 5 (Fume) NE N/E N/E N/E
N/E = Not Established

P e

EALTH RATING: 2 T FLAMMABILITY: 1 ~ REACTIVITY: 0

HMIS

HBMIS Hazard Ratlng w Least .- 0 SHght-1  Moderate-2  High-3  Extreme-4

A gray paste with a strong "sweet”" odor. Causes eye and skin imritation. Can bum in fire, releasing possible hazardous vapors, gases and fumes.
Da not toreh or weld on cured epoxy. Hazardoys fumes and vapors may be released.

Routes of Exposure: Eye Contact, Skin Contact, Ingestion.

Health Hazards: May causg eye imitation. May cause skin senzitization, Moderate skin irritant,

Target Organs: Eyes, Skin,

Sigus and Symptoms of Exposure (Acute Effects): Contact with skin or eyes causes irritation, redness and discomfors.

$igns and Symptoms of Exposure (Possible Longer Term Effects): Reperated and’or prolonged exposure may eause allergic reaction/
stnsitization, Repeated and/or prolonged exposure may result in ndverse eye effects (such as conjunctivitis or corneal damage), adverse skin cffects
{such as rash, irritation or corrosion).

Medical Conditlons Generally Aggravated by Exposure: Eye disease, skin disorders and allergies.

Carcinogens under OSHA, ACGIB, NTP, IARC, other: This product contains ne carcinogens in concenttations of 0.1 percent of greater.

] Warehouse L ocatlon: Malilng Addrean:
hrow ;mmr Foxy , P, O, Box 358 3089
24T Coerperato Clroke Eusavx, Witconsln 5
- @ NE3 w24 5ultnr'€: Phona: 866-232-4681
Fax: 262-245-4825

Sussox, Wi 53089



MATERIAL SAFETY DATA SHEET

Power Poxy Page: 2 of 3 (A-052)
Augsex, WI 53089 Dute Frepaved: 01/G8/GL
' Revislon Number: 1 X

Fye Contact: Hold eyelids apart and (mmediately flush eyes with plenty of water for at ieast |5 minutes. Seck medical attention.
Skin Contact: Remove contaminated clothing/shoes and wipe excess from skin. Flush skin with water. Follow by woshing with soap and water.
If frritation occurs, seek medical atiention. 1f contact with hot product occurs, immediately fush with cool water for 15 minutes. Carefully remove
¢lothing; if clothing is stuck to a burn area do not pull it off, but cut around it. Cover burn erez with a clean material. Get medical attention
immediately.

Inhalation: Remove victim {q fresh air and provide oxygen. I breathing is difficult, seek medical amention.

Ingestion: If swallowed, call physiclan immediately. Induce vomiting only as directed by medical personnel.  Never give anything by mouth to an
unconscious person. Get medical attention immediately.

Flash Polnt (clesed cup): =200 °F Upper Exploslon Limit (UEL): No data
Aute Ipnition Temperatute: Na data Lower Explasion Limlt (LEL): MNo data
Fire Hazard Classification (OSHA/NFPA): This product is not considered flammable nor combustible, but will burn if invelved in a fire.
Extinpulshing Medin: Foam, Carbon Dioxide (CO2), or dry chemieal,

Special Fire Fighting Procedures: Keep personnel remaved from area and upwind of fire. Wear full fire-fighting turn-our gear (full bunker gear)
and fespiratery protection (3CBA). Cool fire exposed containers with water spray,

Unusual Fire and Explosion Hazards: Hazardous combustion products may be present. Combustion may form aldehydes, nitrous oxides, carbon
monoxide (CQ), and carbon dioxide (CO2).

Coatalnment Technigues (Removal of jguitlon sources, e leak, if possible. Shut off or remove all ignition sources,
Construet a dike to prevent spreading.

Clean-Up Procedures: Spread absorbent material over area. Wipe or scrape up material, Dispose of material in accordance with local, siate and
A=cral regulations. Wash area with soap and water. Prevent washings from entering scwers or waterways.

er Emergenc 1ce: Wear protective clothi loves, respi otection.

Storage: Store in 8 cool (60-80 °F), dry, ventilated place. Crystallization may ocour if storage temperature drops below 55
petiod of time. Store in ¢losed containets,

Handilng: Avoid contact with skin, ey¢s, or clothing, When handling, do not e, drink, or smoke.

Other Precautlons: Wash thoroughly after handling. Remove contaminated clothing and gear. Decontaminate. Diestroy leather ar any articles
which can niot be decontaminated.

°F for 1 prolonged

Eye Protection: Chemical safety goggles recommended, Contact lenses should not be worn while using this produat.

Hand Protectlon: Chemical resistant gloves recommended, such as neoprene or nitrite rubber.

Resplratory Protection: Not necessary under most operating conditions. NIOSH approved organic vapor respirator should be used in confined

greas, or when conditions cause high vapor concentrations. If the pereent oxygen is below normal then use self-contained breathing apparatus.

Protective Clothing: Clean, body covering clothing should be utilized,
: Eye wash stations and safety showers should be easi essible

hyslcalFonn: T . " R anrl)sl

Heavier than air
Color: Gray Boiling Point: = 200 °F
Odor: Sweet Meltiog Paint: Not Applicatre

pH: Solubility in Water: Negligible
Vapor Pressur ol 5 _ Specific Gravi 1.5%

mlral Stabillty;

Stuble
«ditlons to Avoid (If unstable): Nane
house Locaton! Malllng Addroas:
Pow lB"- Now wg:wul‘ Foxy P, D.E'qu A58
N53 W2AT94 Corporate Clrok Sungex, Wisconsln 53045
P Suita FPhone: §66-232-4691
e s R Sussex, W1 53089 Fax: 262-245-4828

==



MATERIAL SAFETY DATA SHEET

Power Foxy Page: 3of 3 (A-082)
ayssex, WI 53089 Dale Frepared: (1/08/01
Revislon Number: 1

ncompntiillt‘y {Materials to Avaid);: Acids,stmn nxdlzing gents.
Hazardous Decompositlon Prodiccty: None
Hazardous Polymerizatio . Contact with TS,

tl rnl Tocl DO, : o .l a available.
Acute Dermal Toxicity (LD50, RABBIT): Mo data available.
Acute Iohalatien Tclt y (LCS0, RAT):

Waste Disposal: "This material does not contain any VOC's (volatile organic upounds. Dizpose of material in accordance with appticabl, ocal.
state, and federal laws and regulations. The state and local regulations and laws may differ from federal regulations, and laws may change or be
reinterpreted. This information enly applies to the material as manufactured. Processing, use, or contamination may make the information in

appropriate, inaccurate, or incomplete. Responsibility for proper waste disposal is with the owner of the waste.

I}T Nonp-Bulk Sllng Name: Ri Dmpuud - st regulated . UN#: | Not reulated

DOT Bulk Shipplng Name: Resin compound - tot regulated Packing Group: Not regulated
Technical Shipping Name: NMFC Nem 46030, Class 55 IMO Shigping Data: Resin compound - nat regulated

Hazard Class: Not regulated ___ICAO/IATA Shipping Data: Resin compound - not regulated

XIS LI

EGULAT,
Toxle Substances Control Act (TSCA): Ail components are ingluded in the EPA Toxie Substances Controt Act (TSCA) Chemical Substance
Inventery or are not tequired to be listed on the TSCA Inventory.
OSHA (29CFR1910.1200) Hazard Class(es): Irritant. Sensitizer
EPA Sara Title LI Section 312 (40CFR370) Hazard Classes: Immediate Health Hazard, Delayed Health Hazard,
EPA Sara Title 111 Section 313 {40CFR372): Toxic chemicals above “de minimus" level: Aluminium, metal powder,

RE -
Callfornia Propositlon 6% Substances: (components known to the State of California to cause cancer an/or Teproductive toxicity and subject to
warning and discharge requirements under the “Safe Drinking Water and Toxic Enforcement Act of 1986"). None

INTERNATIONAL REGULATIONS
Canada: WHMIS Hazard Classification: Class D, divizion 2B

WHMIS Risk Phrases: Evye or skin imitant, Skin sensitizer.
WHMIS Symbots i

To the best of our knewledge, the information contained herein iz accurate. However, Power Poxy, nort any of its agents assume any Giability
whatsoever for the aceuracy or completeness of the information contained herein, Final determination of suitability of any materinl is the sole
responsibility of the user. All materials may present unknewn health hazards and should be used with caution. Altheugh ceriain hazards arm
deseribed herein, we cannat guaraniee that these are the only hazards which axist.

Revision Date;  O[/08/01
Replaces Revision Dated:  Noue

" HMow Warehousa Location: Malling Address;
Power Poxy ‘ P O. Box 355
HE3 W24ATed Corporate Cirele Sussax, Wiscontin 330689
Suite T Phone: BEG-232-4681
Fax: 262-246-4828

e Juxxax, W1 G380
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MATERIAL SAFETY DATA SHEET
Page: 1of3 (B-074)

Power Poxy ;
N53 W24704 Coroprate Clrcle, Suite C Date Frepared: 01/08/01
,-Gussex, Wi 53088 Reviston Number: 1

Product Name: o -074

Product Type: Poxy Weld Hardener/#50004, #21501, #21516, #387037, #387088
Emergency Number (s): (B00) 255-3924 24 hrs, {Continental U.8.)
{B13) 248.0585 24 tirs, (Outside Continental 11.8))

Revision Nates: None ——

wt%
1. > ] % Trade Secret
2 =1 % 7428-00-5 Alurinum, metal powder

OSHA & ACGIH EXPOSURE LIMITS
TEL _ CEILING

/E 3 NE NE  NE

1. OSHA T ONE
ACGIH N/E N/E N/E N/E N/E
2. QOsHA WN/E 15 {dust} 5 {resp.) N/E N/E N/E N/E
ACGIH NE 10 {dust) 5 (fume) N/E N/E N/E N/E
'E = Not Established

HMIS HEALTH RATING: 3 FLAMMABILITY "PREACTIVITY: 0

HMIS Hazard Rating Least-0 Slight - 1 Moderate - 2 High-3 Extreme - 4

An gray liquid with an amine odor. Corrosive to skin. Corrosive to eyes. Severe skin imitant. Severe eye irritant. May cause skin sensitization,
May cause respiratory sensitization, Can bum in fire, releasing possible hazardous vapors, gases and fumes,

Do not torch or weld on cured epoxy. Hazardous fumes and vapors may be released.

SRR R Rkl R kR AR R RN Rk bk kb d ok kb ke R R W e ek W e kb ke b e b R R R R R AR R
Routes of Exposure: Eye Contact, Skin Contact, Inhalation, Ingestion.

Health Hazards: Corrosive to skin. Corrosive to cyes. Severe skin irritant. Severe eye irritant. May cause skin sensitization. May cause
respitatory sensithzation,

Target Organs: Eyes, Skin, and Respiratory System.

Signs and Symptoms of Exposure (Acute Effects): Burns of the eye may cause blindness, Contact of undiluted products with the eyes or skin
guickly causes severe irritation and pain and may cause bums, necrosis , and permanent injury. Inhalation of mists may severely damage contacted
tissue and produce scarring. Product is readily absorbed through the skin and may cause discomfert, injury or serious health problems unless treated
properly.

Signs and Symptoms of Exposure (Possible Longer Term Effects): Thiz substance may cause respiratory sensitization to exposed workers.
Medical Conditions Generally Aggravated by Exposure: Asthma, chronic respiratory disease (e.g. Bronchitis, emphysema). Eye disease, ekin
disorders and allergies.

Carcinopens utnder OSHA, ACGHH, NTP, JARC, other: This product contains no carcinogens in concentrations of 0.1 percent of greater.

. New Warehouse Location: Malling Address!
Power Poxy , PG, Box 353
. NS53 WZ4Td Corporate Girche Eussex, Wisconaln 5308%
{ Buite ¢ Phaono: 866-232-4681
Sussex, VWi 53083 Fax: 262-246-4828



MATERIAL SAFETY DATA SHEET

Qver Poxy Page: 2ofd (B-074)
ssex, WI 53089 Date Prepared: 01/08/1
. . Revislon Numper: 2

Eye Contact: Hold eyelids apart and immediately flush eyes with plenty of water for at least 15 minutes. Seek medical atten
Skin Contact: Remove contaminated clothing/shoes and wipe excess from skin, Immediately flush affected area with watet for at least 15 minutss,
Cover the affected pres with a sterile dressing or clean sheeting and seek medical attention immediately. DO NOT APPLY GREASES OR
QINTMENTS. Control shock if present.

Inhelation: Remove victitn te fresh air and provide oxygen. If breathing is difficult, seck medical attention.

Ingestion: [n the event of ingestion, administer 3-4 glasses of milk or water. DO NOT INDUCE VOMITING. Seek medical attention immed;atel

Flash Polut (closed cup): =200°F Lower Explosion Limit (LEL): Mo data
Upper Explesion Limlt (UEL): No data Auto Tgnitlen Temperature: No data
Flre Hazard Classification [OSHA/NFPA): This product is sonsidered neither flammable nor combustible, but will burt if involved in a fire.
Extinguishing Media: Foam, Carbon Dioxide (CO2), or dry chemical.

Special Fire Fighting Procedures; Keep personnel removed {rom area and upwind of fire. ‘Wear full fire-fighting turmout gear (full bunker gear)
and respiratery protection (SCBA). Cool fire exposed containers with water gpray,

Unusual Fire and Exploston Hazards: Hazardous combustion products may be present. Combustion may form aldehydes, nitrous exides, carbon
ide and carbor dioXide (CO2).

Contalnment Technlques (Removal of ignition sources, diking etc.) Peduce vapor spreading with a water spray. Stop the leak, if possible. Shut
off or remove all ignition sources. Construct 3 dike to prevent spreading.

Clean-Up Procedures: Spread absorbent material over area, Transfer (o containers by suction. For large spills, recover spilled material with a
vacuum truck. Dispose of material in accordance with local, state and federa] regulations. Wash area with soap and water. Prevent washings from
=tering SEW LS OF Walerways.

her Emergency Advice: Wear protective ¢lothing, boots,

Storage: Store in a cool (60-B0°F), dry ventilated place. Store in clesed containers.
Hangling: Avoid breathing of vapors. Handle in well-ventilated workspace. Avoid contact with skin, eyes, or clothing. When handling, do not
eat, drink, or smoke,

Other Precantions: Emergency showers and eye wash stations should be readily accessible. Wash thoroughly after handling. Remove
contaminated clothing and gear. Decontaminate. Destro leather or any articles, which can not be decontaminated.

Eye Protection: Full-face shield with chernical safety goggles. Contact lenses should not be worn while using this product.
Hand Protection: Neoprent rubber gloves, Cuffed butyl rubber gloves. Nitrile rubber gloves.
Resplratory Protection: Not necessary under most operating conditions. NIOSH approved crganic vapor respirator should be used in confined
preas, or when conditions cause high vapor concentrations. If the percent oxygen is below normal then use self-contained breathing apparatus.
Protectlve Clothing: Impervious clothing. Slickersuit. Rubber boots. Full rubber suit (rain gear). Butyl or latex protective clothing,

and Hyglenic Practices: Eye wash stations and safety showers should be easily accessible,

Physieal Form: T Vapor Densl: i Heavier than air

Calar: Gray Bolling Polnt: = 200 °F
Qdor: Amine Melting Poing: Mot applicable
pH: No Data Solubility in Water: Negligible

Yapaor Pressure: Specific Gravi 1.53

emical Stability:  Stable ' ‘ ' o Cudlinn to Ay old( sta le: . Nanc
<ompatibllity (Materials tv Avold):  Acids, strong oxidizing agents. Hazardous Decomposition Products:  None
Hazardous Polymerization: Contact with epoxy resins under uncontrolled conditions. May release excess heat and vapors,

New Warahouse L ocation: Malling Acdrasa:
Power Poxy . PO, Box 358
HEY W24T94 Corporate Cirsle Buszex, Wisconaln 531080
Bulte T Phono: 866-232-4601

Sussax, WI SA080 Fax: 262-24& 4828



MATERTIAL SAFETY DATA SHEEY

Page: 3 of 3 (B-074)
Deie Prepared: 01/08/01
Revision Number: 1

Pawer Poxy
Russex, W1 53089

cute rnl oxilty (LDSB, S Mo data available.
Acute Dermal Toxlclty (LD50, RABBIT): No deta available.
Acute [uhalation Toxielty (LCS0 No data available.

p Daavala'blc ]

Waste Disposal; This material does not contain any VOC's (volatile organic compounds). Dispose of material in accordance with applicable, local,
state, and federal laws and regulations. The state and local regulations and laws may differ from federal regulations, end laws may change er be
reinterpreted.  This information only applies to the material as manufactyred. Processing, use, or contamination may make the information in
appropriate, inaccurate, or incomplete. Responsibility for proper waste disposal is with the gwner of the waste.

N#: LINIT18
Packiog Group: i
MO Shipping Data: Ceustic Alkali Liquid N.O.S,

ICAQ/IATA Shipping Caustic Alkaii Liquid N.OS,

DOT Non-Balk Shipplag Name: Caustic Alkali Liquids, N.O.S.
DOT Bulk Shipping Name: Caustic Alkali Liquids, N.0.5.
Technleal Shipping Name: Aliphatic Amine
DOT Hazard Class : -

L RE :
Toxic Substances Control Act {TSCA): All components are included in the EPA Toxic Substances Control Act (TSCA) Chemical Substance
ventory or are not required to be listed on the TSCA Inventory.
OSHA (29CFR1910.1200) Hazard Class(es): Corrosive. Sengitizer.
EPA Sara Title 111 Section 312 (40CFR3I70) Hazard Classes: Immediate Health hazard, Delayed Health Hazard,
EPA Sara Title [1] Sectlon 313 (40CFR372): Toxic chemicals above “de minimus™ level:  Aluminum, metal powder.

California Proposition 45 Substances: (components knowr to the State of Californiz to cause cancer and/or reproductive toxicity and subject to
warning and discharge raquirements under the “Safe Drinking Water and Toxic Enforcement Act of 1986"). None

INTERNATIONAL REGULATIONS

Capada: WHMIS Hazard Clagsification: Clazs D, Division 24
Class D, Divizion 2B

Class B
WHNIIS Risk Phrases: Causes burns, Skin Sensitizer. Lung sensitizer.

_ WH]SS'mbo Stylized T, test tube/hand

To the best uf sur knowledge, the infermation contained hereln is aceurate, However, Power Poxy, nor any of its agents asswmc any linbility
whalsazver for the accumcy or eompleleness of the information contained herein. Final determination of sultability of any materis! is the sole
respousibility of the user. All materials may present unknown heaith hazards and shauld be used with caution, Although certain hazards are
deseribed hercin, we canniot guarantee that these ate the only hazards which exist,

Revision Date: 01/08/01
Replaces Revision Dated: None

- Now Warehouze Location: Malling Addresa:
Powaor Poxy i P. O, Box 38R
o @ N53 w24'794 Corporate Clrcle Suaszex, Wiaconain 530849
Sulta C FPhone; 868-232-4G81

e Euszex, Wi 53089 Fax: 252-248-4R78



